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Gensets

Small Range

gPerkins' | [$:3% |

Voltage*' Frequency* PT 45 PT 505+
230/400V 50 Hz 45 KVA 50 KVA
277/480V 60 Hz 54 KVA 59 KVA
L w
1. The applicable voltage range is 380V to Engine model Perkins 1103A-33TG1
415V for 50Hz. and 380V to 480V for 60Hz - . .
?pp;lic&tions. For other voitage consult Cyllnders 3 - vertical in-line
e | Aspiration Turbocharged
= ot bl g Combustion Direct injection
3, p'r4? is th? pr;;rge power ﬁﬁ,}gagf thg COOIing System Water cooled
generating set, where a variable an : :
;:ii’;’r’;ﬁ;’;f’f usage ar r;'gflfggd on the Displacement 3.30 liters
{ W H H 1
o 0% of th prm rating over sac 24 Oil consumption 0.15 % of fuel consumption
iod. ting that ; i i i
aggrga%ifofor 10 ?Jgur ﬂfna eve:ym;z hou:': LUbe OII capac.lty 8.3 llt_ers
operation. Coolant capacity 102 liters
4. PT508 is the standby power rating of the Governor Mechanical
generating set, where a variable load
limited to an anr;%%! usage ufp to 500 hours Speed 1500 pm 1800 rpm
is applied, with 300 hours of which may be .
i:so?}gfn‘;usw running.  Noting thatyno Fuel Consumptlon @ 100% Load 10.7 L/H 12.9 L/H
overioad s permitiec: Fuel Consumption @ 75% Load 8.2 L/H 9.9 LH
Certifications Fuel Consumption @ 50% Load 5.7 LH 7.1 LH
~ Radiator Cooling Air Flow 53.0 m3/min 70.0 m3/min
- The complets Generating Set s Max exhaust gas flow 7.7 m3/min 9.5 m3/min
Ype ieekdaccomingoiS0 Emissions regulations TA Luft Legislation
- The control panel is The above performance data are valid as per the following specs:
certifled by an ISO § / « Diesel Fuel is according to BS2869 Class A2 or equivalent.

17025 accredited Gl
18017025 faboratory to have IP55  gos0m
according to IEC 60355 ~ ®suswm.

¢ [ubricating oll is according to API CH4 (15W/40).
* The coolant should be 50% antifreeze and 50% distifled water.

Alternator model Leroy Somer TALO42F

w _ Requlation +1%

Length 1700 mm International protection P23

Width 770 mm Insulation class :

i Terminals

:J‘:?g:tt 1;;8 E;m Frequency 50 Hz 60 Hz

e Coolant Air flow 0.10 m3/s 0.13 m3/s
% _ _
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PLENUM Sound Proof Canopy

Characteristics:

el
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=

anti-corrosive acrylic gloss.

Black zinc die-cast locks and hinges.

Lube Oil pipe can be reached externally for easy drainage.
Control panel viewing window in the inlet attenuator
Lifting points on the base frame.
Exhaust silencing system in the interior of the enclosure.

Fuel filling and battery are secured through lockable doors.

Large doors for easy maintenance access.
Emergency stop push button mounted on the exterior of the enclosure (Optional)

Sound Pressure Levels (dBA)

Easy access for the radiator and the control panel through the outlet and inlet attenuators.

Body and components made of Galvanized Steel sheets of highest standards painted with highly
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ound Pre Ve dBA
o [= 0 0 Pro
anop = b(
1m 3 m 7m 1m 3 m 7 m
Generating Set Powertech | 0% | 100% | 0% | 100% | 0% | 100% | 0% | 100% | 0% | 100% | 0% | 100%
Engine model KVA Load | Load | Load | Load | Load | Load | Load | Load | Load | Load | Load | Load
403A-11G 9 69.7 | 71 66.7 | 68 61.7 | 63 714 | 72.7 | 684 | 69.7 | 63.4 | 64.7
403A-15G 13 69.7 | 71 66.7 | 68 61.7 | 63 714 | 72.7 | 684 | 69.7 | 63.4 | 64.7
404A-22G 20 69.7 71 66.7 68 61.7 63 714 | 727 | 684 | 69.7 | 63.4 64.7
1103A-33G 30 719 | 734 | 684 | 69.9 | 634 | 649 | 738 | 753 | 703 | 71.8 | 653 | 66.8
1103A-33TG1 45 705 | 72 67 | 68.5 62 | 635 | 724 | 739 | 689 | 704 | 63.9 | 65.4
1103A-33TG2 60 70.5 72 67 68.5 62 63.5 72.4 73.9 68.9 70.4 63.9 65.4
1104A-44TG2 80 717 | 73.2 | 682 | 69.7 | 632 | 644 | 735 | 75 70 71.5 65 66.2
1104C-44TAG2 100 735 | 75 70 71.5 65 | 66.2 76 7.5 | 7255 74 67.5 | 68.7
1106A-70TG1 135 747 | 762 | 712 | 727 | 662 | 67.4 | 772 | 787 | 73.7 | 752 | 68.7 | 69.9
1106A-70TAG2 150 747 | 762 | 71.2 | 727 | 66.2 | 674 | 772 | 787 | 73.7 | 75.2 | 68.7 | 69.9
1106A-70TAG3 180 76.9 79.6 73.4 75.5 68.4 70.8 79.8 82.5 76.3 78.4 1.3 73.7
1106A-70TAG4 200 769 | 796 | 73.4 | 755 | 684 | 70.8 | 798 | 825 | 763 | 78.4 | 71.3 | 73.7
1506A-E88TAG3 250 769 | 796 | 73.4 | 755 | 684 | 70.8 | 798 | 825 | 763 | 78.4 | 71.3 | 737
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